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Electrical & Optical Characteristics (Ta = 25ºC)

                                                                            

                                                                                                                     

        

           

                                 

         

          

 

Preliminary

Peak Emission Wavelength: 255nm

Custom package solutions and sorting are available.

ESD Classification 2  

Storage Temperature  Tstg  -40 ~ +100 ºC

Operating Temperature   Topr  0 ~ +60 ºC

ITEMS  SYMBOL  CONDITIONS                MIN.            TYP              MAX.   UNIT

Peak Wavelength          λp  IF=20mA                      250               255              260             nm

Forward Voltage          VF                                 IF=20mA                       5                  --                  7                 V

FEATURES APPLICATIONS

> ESD protection 
> Silanna Safe 

> Deep ultraviolet LED > Chemical and biological analysis 

> Gas sensing
> Liquid chromatography

Product No: MTSM2550D-UV

The MTSM2550D-UV is a powerful deep UV-C emitting device.  The SMD packaged device  
processes long lifetime and high conversion efficiency. 

> 30 degree collimated source > Water quality monitoring
> Long lifetime

Forward Current   IF  100  mA

Junction Temperature                     Tj 85  ºC
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FWHM                                          ∆λ                                IF=20mA                       --                12               18              nm

Radiant Flux PO  IF=20mA                       0.45              0.85               --             mW

View Angle          Ө                                  IF=20mA                        --                33.8              --              deg
Power Dissapation                         PD                                IF=20mA                        --                0.12               --               W

Thermal Resistance Junction-Case  Tth                               IF=20mA                        --                4.98               --               ºC/W
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Package Dimensions

Product No: MTSM2550B-UV
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