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Absolute Maximum Ratings 

Reverse Voltage  VR 50 V

Operating Temperature Range Topr ºC

Storage Temperature Range  Tstg ºC

Lead Soldering Temperature*1 Tls 

-40 ~ +100
-55 ~ +125

260 ºC

> Ultra low noise
> High Shunt Resistance
> Wide Dynamic Range
>  365nm and Blue/Green enhanced

> Color Meter
> Currency Authentication
> Spectroscopy Equipment
> Fluorescence

Series 4 Photodiode
Product No: MT03-018

  

Cj -- 130 -- pF
Junction Capacitance 

Shunt Resistance
Cj at 1MHz,Vr=5V 

Vr=10mV
-- 50 70 pF

Electrical & Optical Characteristics (Ta = 23ºC)

Rt 0.18 0.22 -- A/W
Rt  -- 0.38 -- A/W
Tr -- 100 -- nS

Dark Current  ID Vr=5V -- .1 10 nA

Forward Voltage Vf If=2mA -- -- 0.8 V

Vb 130 -- -- V

λp -- 950 -- nm

Breakdown Voltage 
Spectral Sensitivity  
Peak Sensitivity Wavelength 

Responsivity 

Responsivity 

Response Time 365nm 

Junction Capacitance  

λ 

Ir=10uA  
--  

Vr=0V, λ=365nm 

Vr=0V, λ=633nm 

Vr=0V, RL=1kΩ    
at 1MHz, Vr=0V   

-- 250-1100 -- nm

Enhanced Sensitivity Wavelength: 365nm

 It is specifically designed for use @365nm or Blue/Green applications requiring high signal and low noise.

--

The MT03-018 is a 7.50mm2 Active area Photodiode in a hermetic TO-5 metal can package. 
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Rsh -- 400 -- MΩ
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The information contained herein is subject to change without notice.

Device Dimensions 

Product No: MT03-018
Series 4 Photodiode 

2018-08-09
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Series 4  Photodiode


Absolute Maximum Ratings 


VR 50 VReverse Voltage  


Operating Temperature Range Topr ºC


Storage Temperature Range  Tstg ºC


Lead Soldering Temperature*1 Tls 


-40~ +100
-55~ +125
260 ºC


>Ultra low noise
>High Shunt Resistance
>Wide Dynamic Range


> 365nm & Blue Enhanced


>Color Meter
>Currency Authentication
>Spectroscopy Equipment
>Fluorescence


2017-04-20


Electrical & Optical Characteristics (Ta = 23ºC)


Rt 0.18 0.22 -- A/W
Rt  -- 0.38 -- A/W
Tr -- 100 -- nS


Forward Voltage Vf If=2mA -- -- 0.8 V


Vb 30 -- -- V


λp -- -- -- nm
λ -- 250-1100 -- nm


Product No: MT03-023


Dark Current  ID Vr=5V -- 0.2 1.0 nA


Breakdown Voltage  Spectral 


Sensitivity  


Peak Sensitivity Wavelength 


Responsivity  


Responsivity 


Response Time 365 
Junction Capacitance  Cj -- 20 -- pF


Cj -- 6 8 pFJunction Capacitance


Shunt Resisitance   Rsh


Ir=10uA  
--  


--  


Vr=0V, λ=365nm 


Vr=0V, λ=633nm 


Vr=0V, RL=1kΩ    


at 1MHz, Vr=0V   
at 1MHz, Vr=5V


 --  8 00 -- mΩ


Enhanced Sensitivity Wavelength: 365nm
The MT03-023 is a 1.2mm2 active area Photodiode in a Isolated hermetic TO-46 metal can 
package. It is specifically designed for use @365nm or Blue/Green and for low noise 
applications.


 Vr=10mV
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Device Dimensions 


Product No: MT03-023
Series 4 Photodiode 
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Absolute Maximum Ratings 


Reverse Voltage  VR 30 V


Operating Temperature Range Topr ºC


Storage Temperature Range Tstg 


-40 ~ 1100


-55 ~ 125 ºC


   


> Wide Dynamic Range


> High Shunt Resistance
> Ultra Low Noise


> Blue/Green Enhanced


> Colorimeters
> Currency Authentication
> Spectroscopy Equipment


> Fluorescence


Vf If=2mA -- -- 0.8 V


Vb Ir=10uA 30 -- -- V


λ 200-1100nm -- -- -- nm


Id Vr=5V -- 0.2 1.0 nA


λp 950nm -- -- -- nm


Series 4 Photodiode Chip 
Product No: MT41-011CH


Electrical & Optical Characteristics (Ta = 22ºC)


Capacitance Cj Vr=0V  -- 20 -- pF 


Response Time @635nm  Tr Vr=0V, RL=1kΩ -- 100 -- nS


Rs Vr=10mV  -- 800 -- mΩ


Capacitance Cj Vr=5V  -- 6 8 pF


1) Specification is for the bare die, not encapsulated or assembled with a window cap.


Rt Vr=0V, λ=365nm  0.20 0.24 -- A/W 


Dark Current  


Forward Voltage  


Breakdown Voltage  


Spectral Sensitivity       


Peak Sensitivity 


Wavelength Responsivity 1 


Responsivity 1 


Shunt Resistance       


Rt Vr=0V, λ=633nm  -- 0.40 -- A/W 


2017-05-02


Enhanced Sensitivity Wavelength: 365nm
The MT41-011CH Is a 1.2mm2 Photodiode Chip specifically designed for use @365nm or Blue/
Green applications requiring high signal and low noise. 
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Device Dimensions 


Square


Bond Pad 


01.08 x 1.08


Active Area


Field Metal


0.380


Ø0.150


1.30


Product No: MT41-011CH
Series 4 Photodiode Chip


2017-05-02


Notes:


1. Die is a P on N silicon photodiode with 1.20mm²  optical active area.


3. Backside cathode metalization may be TiNiAu or


2. Topside anode metalization is aluminum suitable for


both gold and aluminum wire bonding.


chrome gold.
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