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ITEMS  SYMBOL RATINGS UNIT

Storage Temperature Range  Tstg  -30 ~ +100  ºC
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Operating Temperature Range  Topr  -20 ~ +85  ºC

> Bio Medical Applications 

> Optical Sensors 

Preliminary

> 5mm x 5mm Seam Welded Surface Mount Package

*1: Tw=10µsec, T=10msec

requiring high output power and efficiency.

> High Reliability

> High Output Power > Aerospace 

> Industrial Controls 

Reverse Voltage  VR  5  V

> Hermetically Sealed Package

SWIR Emitter

Half Intensity Beam Angle  Ө  IF=50mA --  40 --  deg

2023-11-06

Product No: MTSM5416SMR2

The MTSM5416SMR2 is a 1650nm SWIR Emitter in a Seam Welded Surface Mount package for applications
Peak Emission Wavelength: 1650nm

Peak Emission Wavelength  λp IF=50mA  --  1650 --  nm

Forward Current (DC) IF  100  mA

Forward Current (Pulse)*1  IFP  1 A

Power Output  PO  IF=50mA  --  3.3                                                     mW

Spectral Line Half Width  ∆λ  IF=50mA  --  100  --  nm

Forward Voltage                            VF                           IF=50mA              --                        0.77                      --                           V

Power Dissipation  PD  100  mW

Reverse Current  IR  VR=5V  --  --  10  µA



Global Headquarters, 3 Northway Lane North, Latham, NY 12110, USA   www.marktechopto.com

TOLL FREE: 1-800-984-5337 • PHONE: 518-956-2980 • FAX: 518-785-4725 • EMAIL: info@marktechopto.com

2

Package Dimensions
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SWIR Emitter
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2- Cathode

4- Anode

8- Anode

Product No: MTSM5416SMR2
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The information contained herein is subject to change without notice.

SPECTRAL RESPONSE

RADIATION DISTRIBUTION VIEW ANGLE

SWIR Emitter

2023-11-06

Product No: MTSM5416SMR2


	Sheets and Views
	Model

	Sheets and Views
	Model

	MT08-019 Rev- for release sht2.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	MT08-019 Rev A sht1 for release.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	Sheets and Views
	Model

	MT08-019 Rev- for release sht2.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	MT08-019 Rev A sht1 for release.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	Sheets and Views
	Model

	MT08-019 Rev- for release sht2.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	MT08-019 Rev A sht1 for release.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	Sheets and Views
	Model

	MT08-019 Rev- for release sht2.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	MT08-019 Rev A sht1 for release.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	Sheets and Views
	Model

	MT08-019 Rev- for release sht2.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	MT08-019 Rev A sht1 for release.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	Sheets and Views
	Model

	MT08-019 Rev- for release sht2.pdf
	Sheets and Views
	Model


	Sheets and Views
	Model

	MT08-019 Rev A sht1 for release.pdf
	Sheets and Views
	Model



